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DORMA HSW EASY Safe offers enhanced convenience and Security for the installer and
user.

The new door rail enables an effortless and time-saving installation thanks to proven Clamp &
Glue technology. Suitable for Toughened Glass thicknesses 10-19mm with optional safe use
of laminated Safety Glass for added safety.The new 3-in-1 multi-lock offers three options for
secure locking. Additional intelligent solutions like a status display, a concealed door closer
and double brush seals to minimise drafts, ensure more convenience and security. Extensive
design freedom allows adaptation to any interior ambience.

Quick and easy installation
The innovative Clamp & Glue adhesive bonding technology means that, for the first time,
laminated glass with all its safety advantages can be incorporated by simply clamping and
bonding the door rail to the glass surface.
The special adhesive is fed through an injection hole to the adhesive channel where it
spreads out evenly to ensure that fittings and glass are held firmly in place. After a drying
time of just 15 minutes, the panel can be installed.

More planning freedom and security

Create continuous, transparent surfaces without intrusive vertical framing.
Safe use of laminated safety glass (residual capacity, design or screen protectors)
Glass panes can have the following glass thicknesses: 10mm, 12mm, 12.8mm, 13.5mm, 15mm,
17mm and 19 mm.
Longer life: Now 25,000 movement cycles
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Specifications

Standard

Colour Black, Silver, White

Finish(es)
Aluminium Silver, Aluminium Silver EV1, Aluminium similar satin

stainless steel, Anodised, Mill Finish, Powder Coated, Stainless

Steel

Frame Material Aluminium

Glazing Type Laminated Glass, Toughened Glass

Typical Building Sector Commercial

Typical Building Type Airports, Banks, Hotels, Shops, Stadiums, Train Stations

Life Cycle Assessment 
Rating

25000

CE Marking True

Resistance to Wind Load 
(Class)

Class 1

Standards EN 12211, EN 13049, EN 1527, EN 1670, EN 1991, ISO 14040

Height 4000 mm

Weight 150 kg

Width 1250 mm

Corrosion Class Class 4 EPD

*Please note that these product properties are not a replacement for the manufacturer's literature and it is always
recommended that dormakaba UK & Ireland is consulted before specifying.

Contact manufacturer

Made with 

https://www.specifiedby.com/dormakaba-uk-ireland/hsw-easy-safe-horizontal-sliding-wall#ask
https://www.specifiedby.com

